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We strongly encourage the readers to watch the sup-
plementary videos of the reconstructed large-scale video
data.

1. Proof of Lemma 1: Bounded Gradients of
f(z)

Proof. The gradient of f(x) in SCI is

Vf(x)=H Hx— H'y, (D)

where H is a block diagonal matrix of size n X nB .
e The H "y is a non-negative constant since both the
measurement y and the mask are non-negative in nature.

e Now let’s focus on H " Hx. Since
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due to this special structure, H " Hx is the weighted sum of
the x and | H " Hz ||z < BCyax||x||2, where Cpay is the
maximum value in the sensing matrix. Usually, the sensing
matrix is normalized to [0, 1] and this leads to Cp,ax = 1 and
therefore | H " Hz |2 < Bl/z||2.

Thus, V f(z) is bounded. Furthermore,

e If the mask element D; ; is drawn from a binary distri-
bution with entries {0,1} with a property of p; € (0,1)
being 1, then

|H"He|: < p1B|z|. “)

with a high probability; usually, p; = 0.5 and thus
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o If the mask element D; ; is drawn from a Gaussian dis-
tribution A/(0, o2) as in [2, 3], though it is not practical
to get negative modulation (values of D; ;) in hardware,

(e}

=1
|H " Hel|l; < Bo®|lz||; °=" B2,

with a high probability.
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2. Proof of Theorem 1: Fixed-point Conver-

gence of Plug-and-Play GAP

Before we show the full proof, we first present 2 lemmas,
which are important and based on the special structure of

SCI sensing matrix.
Recall Assumption 1 in the main paper.

Assumption 1. We assume that {R;}7_; > 0. This means
for each spatial location j, the B frame modulation masks at
this location have at least one non-zero entries. We further

assume R ax > Rmin.

Lemma 1. For any x € R"B, consider D, ;,i
1,...,B;j=1,...,n satisfy Assumption[I} then

Rmin
Rmax

lzl; < |HT(HHT) 'Haz|f3

_1
IR™2 Ha||3 < [|][3.

Proof.
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Recall that R; ZZ yD?; > 0,and D; ; > 0, Vi =
, B by Assumptlonl 1] Furthermore, V7, at least one el-
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it by \F > 0. Following this,

is larger than 0 and we denotes
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where (13) is from the Cauchy—Schwarz inequality by defin-
ing the following two vectors

dj = [DL]‘,...,

@ = [v14,..,2B;

Dg;|", (15)
1T, (16)

and (d;, ;) < ||d;]|3]|z;]3.

Since we have assumed D; ; > 0 and at least one element
in d; is larger than 0, the equality | R~ > Hz||3 = ||z/|3 only
happens when x = 0 or ; = cd;, where c is a constant
and this means x; and d; are linearly dependent.

This will be an extreme case and this means the signal
is linearly dependent on the mask and thus the SCI system
cannot resolve the signal.

Recall that R = HH' is a diagonal matrix and

Amin(HH ") = Riins Amax(HH 7) = Ryay. We have
Ruinl|®|3 < [[Hz |3 < Ruax|| 2|3 (a7
Following this and R~! = diag(R;",..., R;'), we have
el < IR Hel} < el as)
Along with (T4), we have
PR gl < R HaE < Jel3 (19)
R 1%l2 S 2 < |1zl

which is the desired result. O

Lemma 2. For any * € R™B, consider D; gyt =
. B;j =1,... nsatisfy Assumption|l] then

I(I—H"(HH")"'H)z||3 = ||} — | R Hz|3. (20)
Proof.
I -H"(HH") 'Hz|j
=l —H " (HH") 'Hzx|3 (21)

—lx-—H (HH")'Hz| [x - H'(HH") 'Hzx]
(22)

—x'z—-2c " H (HH") 'Hzx

+2'H'(HH") 'HH (HH") 'Hz (23)
—x'z—2'H (HH") 'Hz (24)
=|=|3 - |R™* Ha|3, (25)

where we have used R = HH .
Along with Lemma[T] we have

Rmin
I~ (R < (1 7 )l 0o

max

Now we prove Theorem 1 in the main paper.

Proof. From (21) in the main paper,
et — o™ L HT(HHT) Y (y — Hv™), (27)

we have
g* D) ) — ™) ™ L T (HHT) " (y— Ho®),
(28)
Following this,
Hw(k+1) _ iB(k)H% (29)
= oW +HT(HH") ' (y - Ho™) - 2™|3 (30)
= |o® + H(HH") Y(Hz™® — Hvo®) — 2|2
= H(I—HT(HHT)”H)( ) — "), (€3]
= o™ —a®)3 - H REH@Y —a™)3 (32

IN

(1 - R:) [0 — 2|3, (33)
where the last equation (33)) comes from Lemma[2] Now
let’s use v(¥) = D, (x*)) and the definition of bounded

denoiser
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where we have used 0,1 = \/A\p_1.
Based on this,

04D — o0

= |[ Do, (&) = Dy, _, (=13 (38)
= 1Dy, (@+1) — 2+
+a) —2® 4 2® - D, (20)]3 (39)

< 2|| Dy, (&) — 2*HV3
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Rmin
<2nBCM\, + 2nBC (1 — ) A1 +2nBCA_1
(40)
A <Ak 2nBC Rpin
= <6nBC _ "R) A1, (41)
max

Following [1]], we define 8) = (2®*) »*)). Let © be
the domain of %) for all k. On ©, we define a distance
function D : ® x ® — R such that

, 1 j /
DOM,69) = — ([a® 203 + o — v [3) . 42)

It follows from

A1 = ﬁ (||$(k+1) — 2" ||y + ok — v(k)||2). (43)

that Ap; = D(O%+D) 0*). If we can show that
{6%) 12 | is a Cauchy sequence in ® with the distance
function D, then 8*) should converge.

Now we consider the following two cases of updating \:

a) Monotone update rule by setting A\p4+1 = £y, with
& < 1 forall k.

In this case, it is easily to see from Eq. and Eq.
that

B min —
||9(k+1) _ g(k)”g < <7nBC’ _ SnC'R) A&t

Rmax
(44)
0<Rmin<Rmax
TnBCXEFL. (45)

As £ < 1, when & — oo, ||0*+D — 9|, — 0.
In other words, {#(®)}2° | is a Cauchy sequence and
therefore, there must exists 8* such that

DX, 6*) — 0. (46)

Consequently, we have [|(*) —z*||3 — 0 and |Jo(*) —
v*|%2 — 0.

This is fixed-point convergence.

b) Adaptive update via

D) If Agsr > nAy, then Aps1 = EXg.
i) If Apy1 < nAg, then A1 = Ak
In both cases, £ < 1.
At k" iteration, we have
— Case i) holds, from Eq. and Eq. @I}, we have
D(OFFD oF)) < 7CN,_;. (47)
— Case ii) holds, since Ay = D(@F+D k),
D(OFFD 9y < nD(O" 9*+—1)).  (48)
As k — o0, one of the following situations will happen

S1: Case i) occurs infinite times but Case ii) occurs
finite times.

S2: Case ii) occurs infinite times but Case 1) occurs
finite times.

S3: Both Case i) and Case ii) occur infinite times.

When S1 happens, there must exists a /; such that for
k > K only case i) will be visited. Following this,

D(g(k+1)79(k)) < TONg, 1 £ K71 Wk > K. (49)
When S2 happens, there must exists a K5 such that for
k > K> only case ii) will be visited. Following this,
l)(e(k+1)7 a(k)) < ,'7k—K2D(9(K2)7 0(K2—1)) (50)
< TCONgy—on™ 52 VE > K.
(51)
Combing and (51), we have, for any k >
HlaX{Kl, Kg},
D(e*+D) g(R)
< 7C max {)\K1—1£7K1717 >\K2—2777K2} (max{g, U})k
(52)
Let C = 7Cmax {\g, 165171, Ag,_on~ %2} and
d = max{¢{,n}, we have
D™V, 0%y < Co, (53)
for some constant C' and § < 1.

Since S3 is a union of S1 and S2, we can verify that no
matter which one of S1 to S3, for all integers m > k
and k£ — oo,

D(O™ 00y - . (54)

Following this, {8(*)}2° | is a Cauchy sequence and
thus it always converges. Therefore, there must exists
6* such that

D" 6%) — 0. (55)

Consequently, we have [|2(*) —x*||; — 0 and |Jo(*) —
v* HQ — 0.
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3. Proof of Theorem 2: Global Convergence of
Plug-and-Play GAP

Proof. Again, let us start from (27)), we have

2D g =0 _ g t HY(HH ") Yy — Ho®)
(56)

=o® — " t HT(HH ") ' H(z* — o)
(57

Following the derivation in (32)), we have
lz® ) — |3 = o — 275 — |[RT2H(® - a")|l3
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Note that since /1 — % < land £ < 1 and therefore,

when £ — oo,

Pnin \ o1 ) (65)

/\0\/TLBC(1 —
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In the main result, we have defined

c, = AO\/nBO(lRmi“)gi, (66)
o = ¢&f. (67)
O

4. Simulation and Reconstruction Details

Benchmark data We follow the simulation setup and and
use all the four benchmark datasets, i.e., Kobe, Traffic,
Runner, and Drop in [4]]. We use two more datasets, i.e.,
CrashandAerialin [5ﬂto cover a wider range of scenes.
Full comparison of reconstruction frames of all seven PnP-
GAP algorithms listed in Table 1 is shown in Fig.[I]

It can be seen clearly that PnP-FFDNet provides overall
comparable results as the state-of-the-art (best among all
the seven methods listed here) method DeSCI, as shown in
Fig.|l| with significantly reduced running time (3 seconds vs.
103 minutes), as shown in Table 1 in the main paper.

Large-scale data Similar to the benchmark data, we sim-
ulate the color video SCI measurements for large-scale
data with four YouTube slow-motion videos, i.e., Mess J.EL
Hummingbircﬂ Swinger{ﬂ and Footballﬂ

The color video SCI system and sensing process follows
the color video and depth SCI system in [8]. The scematic
of a color video SCI system is shown in Fig.[2] A sequence
of color scene is coded by the corresponding shifted ran-
dom binary masks at each time step and finally summed up
to form a shapshot measurement on the color Bayer RGB
sensor (with a “RGGB” Bayer color filter array here).

For reconstruction, the snapshot measurement is split-
ted into four “RGGB” sub-measurements according to the
Bayer pattern. These sub-measurements are reconstructed
measurement-by-measurement following the gray-scale re-
construction process by iteratively update the signal in data
domain (using GAP or ADMM) and prior domain (using
plug-and-play denoisers). Finally, the reconstructed sub-
video-frames representing different color channels (R, G1,
G2, and B) are recombined to a mosaic image and then
demosaiced to form full-color video frames. Note that for
simulation of large-scale data using YouTube videos, we do
not have the access to the raw video data before demosaicing,
so we simply “up-sample” it by putting each color channel
as the mosaic R, G1, G2, and B channels. In this way, there
are two identical G channels here and the reconstructed and
the size of demosaiced image is doubled (both in width and
height). For example, for UHD color video Football
with original image size of 3840 x 1644, the reconstructed
video frames have the size of 7680 x 3288 (demosaiced). To
make the readers less confusing, we simply call it UHD here

IThe results of DeSCI (GAP-WNNM) is different from those re-
ported in [5] because of parameter settings of DeSCI, specifically the
input estimated noise levels for each iteration stage. We use exactly the
same parameters as the DeSCI paper [4], which is publicly available at
https://github.com/liuyang12/DeSCI.

“https://www.youtube.com/watch?v=sbPrevs6Pd4-

3https://www.youtube.com/watch?v=RtUQ_pz5wlo

4https://www.youtube.com/watch?v=cfnby X9G5Rk

Shttps://www.youtube.com/watch?v=EGAuWZYe2No


https://github.com/liuyang12/DeSCI
https://www.youtube.com/watch?v=sbPrevs6Pd4
https://www.youtube.com/watch?v=RtUQ_pz5wlo
https://www.youtube.com/watch?v=cfnbyX9G5Rk
https://www.youtube.com/watch?v=EGAuWZYe2No

- DeSCl PnP-WNNM- PnP-WNNM- PnP-WNNM-
Original GAP-TV (GAP-WNNM) PnP-VBM4D PnP-FFDNet v VBM4D FFDNet

Figure 1. Full comparison of reconstructed frames of PnP-GAP algorithms (GAP-TV, DeSCI (GAP-WNNM), PnP-VBM4D, PnP-FFDNet,
PnP-WNNM-TV, PnP-WNNM-VBM4D, and PnP-WNNM-FFDNet) on six simulated video SCI datasets.

(8K UHD exactly). And the quantitative metrics (PSNR and o [largescale_hummingbird40.avi: A 1920 x 1080 x 40
SSIM) are calculated before demosaicing. video reconstructed from a snapshot.

We again strongly encourage the readers to watch the

supplementary videos of the reconstructed large-scale video o largescale_swinger20.avi: A 3840 x 2160 x 20 video
data. reconstructed from a snapshot.

o [largescale_messi24.avi: A 1920 x 1080 x 24 video o [largescale_football48.avii A 3840 x 1644 x 48 video
reconstructed from a snapshot. reconstructed from a snapshot.


./largescale_messi24.avi
./largescale_hummingbird40.avi
./largescale_swinger20.avi
./largescale_football48.avi

-~

Objective lens Mask/DMD  Relay lens Color Bayer RGB CCD

Figure 2. Schematic of a color video SCI system and its snapshot measurement (showing in Bayer RGB mode). A “RGGB” Bayer pattern is

shown here.
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Figure 3. Reconstruction quality, i.e., PSNR (a) and SSIM (b)
varying compression ratios from 8 to 48. Higher is better.

Performance varying compression ratios (B) In order
to further illustrate the efficiency of the proposed PnP al-
gorithms for SCI, especially in real SCI systems varying
compression ratios (B), we show the reconstruction quality
and speed of three PnP-SCI algorithms with compression
ratios from 8 to 48 in Fig.[3|and Fig.[d] respectively. The data
we used is the downsampled grayscale video of Football
with pixel resoltion of 720p (1280 x 720). The other algo-
rithms listed in Tab. 1 are too slow to be compared. And
other deep-learning-based end-to-end networks, like [} 6]
would be not flexible to different compression ratios and
require re-training the network for each compression ratio.

As we can see in Fig.[3]and Fig. [ PnP-FFDNet is of the
highest quality and fastest speed among these three fast PnP-
SCI algorithms even with high compression ratios (up to 48).
This further supports the idea that PnP-FFDNet would be
the baseline for SCI reconstruction.
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g 4000 PnP-FFDNet
£
2 3000
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>
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1000

0 — -— [ [ [ [
8 16 24 32 40 48

Compression ratio (B)

Figure 4. Running time (in seconds) varying compression ratios
from 8 to 48. Lower is better.

GAP-TV DeSCI PnP-FFDNet PnP-WNNM-FFDNet

Figure 5. Real data: 1abs high-speed video SCI (484 x 248 x 10).

5. More Experimental Results

We show additional experimental results of the proposed
PnP framework of real data captured by SCI cameras here.
As mentioned in Tab. 2 of the main paper, we show the results
of 1abs [6] and UCF [[7] in Fig.[5and Fig. [6] respectively.

Similar to the observation of the main paper, from Fig. 3]
and Fig.[6] we can see that PnP-FFDNet, which only takes
about 12 seconds for reconstruction, can provide comparable
results as DeSCI, which needs hours even when performed in
a frame-wise manner, as shown in Tab. 2. And PnP-FFDNet
is significantly better than the speed runner-up GAP-TV in
terms of motion-blur reduction and detail preservation, as
shown in Figs. [5|and[6] Note that PnP-FFDNet is more than
5% faster than GAP-TV in real datasets with regular size,
and more than 7x faster in large-scale datasets. In this way,
PnP algorithms for SCI achieves a good balance of efficiency
and flexibility and PnP-FFDNet could serve as a baseline for
SCI recovery.
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